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(57) ABSTRACT

The invention relates to a processing device (1) for elongate
profile sections (2) comprising a clamping device (4) by
means of which the elongate profile section (2) can be secured
in a positionally stable manner, and a processing tool (6) by
means of which the secured elongate profile (2) can be pro-
cessed, a central component (5) being provided that has at
least one first integrated guide (7) for the processing tool (6)
and at least one second integrated guide (10, 11) for the
clamping device (4).

9 Claims, 3 Drawing Sheets
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1
MACHINING APPARATUS FOR ENDS OF
ELONGATE PROFILE SECTIONS AND A
POSITION-DETERMINING DEVICE
THEREFOR

CROSS REFERENCE TO RELATED PATENT
APPLICATIONS

This patent application is filed herewith for the U.S.
National Stage under 35 U.S.C. §371 and claims priority to
PCT application PCT/EP2012/077041, with an international
filing date of Dec. 28, 2012. The contents of this application
are incorporated in their entirety herein.

BACKGROUND OF THE INVENTION

Machining apparatus for elongate profile sections are
known in the prior art, for example from DE 1 463 226 A.

The known machining apparatus for pipe sections have a
clamping apparatus and a machining tool which are both
designed in the form of separate components. On account of
the multiple-part and open design the components have play
relative to each other under stress. The play is too great for
high-precision machining of elongate profile sections.

BRIEF SUMMARY OF THE INVENTION

The object of the present invention is therefore to provide
a machining apparatus for elongate profile sections, which
has a higher degree of precision as compared with the prior
art, as well as a position-determining device, which will allow
a sufficiently precise determination of the position of a
clamped elongate profile section.

An elongate profile section is understood in this case to be
sections of elongate profiles cut to length. An elongate profile
is understood to be solid profiles or hollow profiles which
have any desired cross-section, and in particular also tubes. It
is preferable for the elongate profiles to be produced com-
pletely from metal, and preferably from steel.

The machining apparatus according to the invention has a
clamping device for clamping the elongate profile section and
a machining tool for machining, in particular, the end of the
elongate profile section. According to the invention a central
component with at least one first integrated guide for the
machining tool and at least one second integrated guide for
the clamping device are provided.

On account of the more compact and more rigid design of
the machining apparatus by a central component preferably
designed in one piece and having guides integrated in the
component, the machining tool and the clamping device can
be moved towards each other with a significantly greater
degree of precision as compared with the named prior art.

In a preferred embodiment of the invention the at least one
guide is formed in an integral manner in a first wall of the
central component and the at least one second guide is formed
in an integral manner in a second wall of the central compo-
nent. In this case the first and second walls can be arranged at
an angle, preferably at a right angle to each other. The term
“integral” is to be understood in this case as being that the
guides are formed in the material of the central component,
for example by wire erosion, and the guide and the compo-
nent are formed in one piece. As a result of the integral design
of the guides in the wall of the one-piece component, the
guides are stable in position relative to each other even under
stress, and the two tools, the clamping device and the machin-
ing tool can be moved in their movement relative to one
another in a highly precise manner.
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Itis preferable for the at least one first guide to be designed
in the form of a tongue-and-groove engagement with positive
locking. It is advantageous to form the groove along the first
wall of the central component over the entire longitudinal
extension of the central component. The groove can be made
rectangular, but also trapezoidal or another shape, in a cross-
section at a right angle to the longitudinal direction. The
groove is capable of being produced in the wire erosion
process. A tongue, which projects from the machining tool
and which preferably likewise extends on the underside of the
machining tool over the entire longitudinal extension thereof
and is shaped in a highly precise manner, for example like-
wise by wire erosion, engages in the groove. Although the
machining tool is arranged so as to be movable in the longi-
tudinal direction in the guide, no play is provided, so that the
machining tool remains arranged stable in position with
respect to the central component even during the machining
procedure of the elongate profile section.

In a further preferred embodiment of the invention, the at
least one second guide has two supports movable in opposite
directions. The two supports can be connected by way of one
arm in each case to one clamping jaw in each case, the
interaction of the clamping jaws making it possible for the
elongate profile section to be firmly clamped in order to
convey it for machining by the machining tool.

Itis preferable for the two supports to have, on facing outer
walls, a serrated profile which co-operates with a toothed
wheel which is arranged between the two supports and has a
corresponding set of teeth. By rotating, the toothed wheel can
drive the two supports in an opposed direction by way of the
engagement of the teeth. In this case, depending upon the
direction of rotation, one support is moved in the direction of
travel and at the same time the other support is moved in a
direction opposed to the direction of travel or precisely vice
versa. The supports are movable in a highly precise manner
with respect to each other by the drive of the toothed wheel.

In order to increase the stability of the guidance in the
direction of'travel, it is advantageous for outer walls [of] each
of the supports to have a corrugated profile to increase the
contact face with the second guides. In this case the corru-
gated profile is orientated in the direction of travel, for
example in the form of a zigzag profile in the cross-section at
a right angle in the direction of travel. The corrugated profile
can be provided on all the outer walls or only on some outer
walls of the support. The support is made rectangular or
square in a cross-section at a right angle to the direction of
travel, preferably over the entire length thereof in the direc-
tion of travel. The second guides have a corresponding cor-
rugated profile on the inner wall thereof.

The first and second guides extend preferably over the
entire length of the respective wall of the central component.
As a result, it is possible for the guides to be formed by wire
erosion in the wall of the, in particular metallic, component.

It is advantageous for each of the two supports to have
arranged on it an arm with a clamping jaw, by the co-opera-
tion of which the elongate profile section cut to length is
capable of being positioned in front of the machining tool in
the precise position for machining.

In a second aspect, in order to attain the object, a position-
determining device with a distance sensor according to claim
8 is provided.

The position-determining device is intended in particular
for installation, preferably for double installation, in one of
the above machining apparatus. The position-determining
device is provided adjacent to each of the supports and is
intended to determine the precise position of the supports in
the direction of travel.
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The position-determining device has a distance sensor with
a scanning beam which is orientated in a measurement direc-
tion and which is orientated towards a measurement face
oblique in the direction of travel, and the support, which is
capable of being moved transversely, preferably at a right
angle to the measurement direction, has a smooth measure-
ment face which slopes obliquely in the direction of travel.
During the clamping or release procedure of the elongate
profile section the support is moved in the direction of travel,
and the measurement face passes through the scanning beam
of'the distance sensor along the direction of travel. Since the
measurement face is positioned obliquely with respect to the
scanning beam, the distance varies depending upon the posi-
tion of the support along the direction of travel between the
measurement point on the measurement face and the distance
sensor. Conclusions can be drawn on the exact position of the
support in the direction of travel from the varying distance
between the distance sensor and the measurement point on
the measurement face. By this exact determination of the
position of the tube section cut to length it is possible for the
machining tool to be determined in a highly precise manner
during each machining procedure and for a highly precise
machining of the end of the elongate profile section to be
carried out by bevelling for example.

BRIEF DESCRIPTION OF THE SEVERAL
VIEWS OF THE DRAWINGS

The invention is described with reference to an embodi-
ment in four figures. In the figures

FIG. 1 is a perspective view of a machining apparatus
according to the invention with a machining tool and a clamp-
ing device;

FIG. 2 is a perspective view from the rear of part of the
clamping device of the machining apparatus with a position-
determining device in FIG. 1;

FIG. 3 is a rear view of the part of the clamping device of
the machining apparatus with a position-determining device
in FIG. 2, and

FIG. 4 is a section along the line IV-IV in FIG. 3.

DETAILED DESCRIPTION OF THE INVENTION

The drawings are not to scale. FIG. 1 shows the machining
apparatus 1 as part of a tube-sawing machine. The tube-
sawing machine itself is not illustrated in the figures. Tube-
sawing machines allow sections to be sawn off from metal
tubes, in particular as a special form of the elongate profiles,
and the tube sections 2 sawn off can then be further machined
at the ends 3 thereof in the machining apparatus 1 claimed
here. This further machining can be for example a bevelling
along the face of the tube section 2 cut to length. The tube
sections 2 have to be machined at the adequate degree of
precision in the pm range.

In order to achieve this precise machining of the tube
section ends 3 the tube section 2 must be clamped in a highly
precise manner by means of a clamping device 4 and a
machining tool 6 must be moved relative to the clamping
device 4 in a highly precise manner towards the clamped tube
section 2. The machining apparatus 1 according to the inven-
tion achieves its high degree of precision in that a first guide
7 of the machining tool 6 and two guides 10, 11 of the
clamping device 4 are formed integrally in the same central
component which is preferably designed in the form of a
metal block 5. Other materials, however, are also possible.

The metal block 5 is in this case made cuboidal with lateral
apertures 12, in which case a groove made rectangular in the
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4

cross-section at a right angle to the longitudinal direction L,
extending over the longitudinal direction L of the wall 14 and
designed in the form of a guide 7 is formed integrally in the
upper wall 14. The guide 7 is made narrow in the portion
adjacent to the clamping device 4, i.e. it is less than 5 of the
width of the machining tool 6.

In the wall 15 of the metal block 5 in front at the right in
FIG. 1, i.e. facing the clamped tube section 2 during the
machining, two second guides 10, 11, which extend in the
direction of travel V and which are arranged on the one hand
at a right angle to and in addition to the right and left of the
first guide 7, are provided at a right angle to the first guide 7
extending in the longitudinal direction L. The two guides 10,
11 are formed in a front wall 15 of the metal block 5 in front
and facing the clamping tool 4. The two second guides 10, 11
are provided on the inside along their guide wall with an
internal profile orientated in the direction of travel V. The
internal profile orientated in the direction of travel V is cor-
rugated in the cross-section at a right angle to the direction of
travel V. The internal profile of the two second guides 10, 11
serves to increase the contact face between the two second
guides 10, 11 and to increase the supports 16,17 formed in the
two guides 10, 11 and likewise provided with a corrugation
formed in a corresponding manner.

The two supports 16, 17 are moved in opposed directions at
the same time in order to clamp the sawn-off metallic tube
section 2. A left-hand and a right-hand clamping arm 18, 19
with one clamping jaw 21, 22 in each case extends from each
of'the two supports 16, 17. The left-hand support 16 in FIG. 1
has a clamping jaw 21 provided below—i.e. facing the
ground—the tube section 2 cut to length in the clamped state,
whereas the right-hand support 17 in FIG. 1 has a clamping
jaw 22 arranged above the tube section 2 cut to length. The
two clamping jaws 21, 22 are arranged at ends of the two
left-hand and right-hand clamping arms 18, 19 extending
from the supports 16, 17, and they retain their relative position
with respect to the supports 16, 17 even while under stress.

The machining tool 6 is capable of being moved in a
reciprocating manner in the longitudinal direction L. at a right
angle to the direction of travel V and it has an attachment 23
for the bevelling tool (not shown here). The machining tool 6
carries out a rotational movement. The tube section 2 cut to
length is held centred in front of the machining tool 6 by
means of the clamping jaws 21, 22, and the machining tool 6
can then be moved in the longitudinal direction L along the
first guide 7 in a highly precise manner with respect to the
tube section 2 cut to length.

FIG. 2 shows the clamping device 4 of FIG. 1 in a separate
illustration without a metal block 5 and without the two
clamping arms 18, 19. To this end, the two supports 16, 17 are
removed out of the second guides 10, 11, but they retain their
relative position with respect to each other as shown in FIG.
1. The two supports 16, 17 are driven in each case by way of
a left-hand cylinder 36 and a right-hand cylinder 37 respec-
tively. The two supports 16, 17 have a rod-shaped serrated
profile 26, 27 which is provided in each case on an inner wall
of'the support 16, 17—facing the other support 16, 17—along
the direction of travel V. The two serrated profiles 26, 27
co-operate with teeth of a toothed wheel 20 arranged so as to
be rotatable between the two supports 16, 17. The toothed
wheel 20 guides the two supports 16, 17 and precisely defines
their relative position.

InFIG. 2 the tube section 2 is clamped by the driving of the
cylinders 36, 37, in that the two clamping arms 18, 19 com-
prising clamping jaws 21, 22 are moved up to each other until
the two clamping jaws 21, 22 rest in a fixed manner on the
outer face of the tube section 2. The end 3 of the clamped tube
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section 2 is machined by means of the machining tool 6. The
two supports 16, 17 are moved away from each other again by
the driving of the cylinders 36, 37 in the opposite direction,
i.e. the left-hand support 16 moves upwards and the right-
hand support 17 moves downwards, and the two clamping
jaws 21, 22 are moved away from each other and the
machined tube section 2 is released and conveyed further.

In addition, two structurally similar position-determining
devices 30, 31 according to the invention are indicated in FIG.
2. In the metal block 5 of FIG. 1 an associated position-
determining device 30, 31 with one distance sensor 32, 33 in
each case is provided for each of the two supports 16, 17. With
its measurement direction orientated in the longitudinal
direction L the left-hand distance sensor 32 is orientated to a
left-hand measurement face 34 of the left-hand support 16.
The left-hand distance sensor 32 has a measurement range in
the measurement direction of from 0.5 mm to 1.5 mm with a
degree of accuracy in or below the pm range. This applies in
a similar manner to the right-hand side.

Each ofthe two supports 16, 17 has a measurement face 34,
35 which is arranged obliquely and sloping in the direction of
travel V of the support 16, 17 and which is moved through the
measurement region of each of the two distance sensors 32,
33 during the movement in the direction of travel V. As a result
of the oblique arrangement of the measurement faces 34, 35
the distance between the distance sensor 32, 33 and a mea-
surement point on the respective measurement face 34, 35
changes depending upon the position of the supports 16,17 in
the direction of travel V. With reference to the distance con-
clusions can be drawn on the exact position of each of the two
supports 16, 17 along the direction of travel V. The distance
sensors 32, 33 are in this case inductive measurement sensors.

FIG. 3 and FIG. 4 show the arrangement of the position-
determining devices 30, 31 once again in a diagrammatic
manner in a precisely rearward view, i.e. to the left from the
rear in FIG. 1. The left-hand support 16 illustrated in FIG. 2 is
introduced completely into the metal block 5, whereas the
right-hand support 17 in FIG. 2 is withdrawn from the metal
block 5 to the maximum degree. The two supports 16, 17 are
guided by a toothed wheel 20, so that the relative position
thereofis determined in a highly precise manner, i.e. inthe pm
range. The two supports 16, 17 are driven by cylinders 36, 37
associated with them. The right-hand support 17 is driven by
aright-hand cylinder 37 and the left-hand support 16 is driven
by a left-hand cylinder 36 (the terms “right” and “left” again
refer in this case to the view as shown in FIG. 1).

In the position according to FIG. 2 and FIG. 1 the clamping
device 4 is released and ready to receive a tube section 2 cut
to length. In order to clamp the tube section 2, the two sup-
ports 16, 17 are moved in the direction of travel V or in a
direction opposed to the direction of travel V; the support 16
is moved upwards in the direction of travel V and the support
17 downwards in a direction opposed to the direction of travel
V. As a result, the two clamping jaws 21, 22 (not shown) are
moved towards each other and the tube section 2 cut to length
is clamped.

The position-determining devices 30, 31 are directed
towards the oblique measurement faces 34, 35.

FIG. 4 shows the arrangement of FIG. 3 in a section along
the line IV-IV. The oblique measurement face 34 with respect
to the direction of travel V should be noted. The distance
sensor 32 has a measurement range of from 0.5 mm to 1.5
mm, and the slope of the measurement face 34 is formed in a
corresponding manner.
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1 machining apparatus
2 sawn-off tube section
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3 tube section ends

4 clamping device

5 metal block, central component
6 machining tool

7 first guide

10 second guide

11 second guide

12 apertures

14 upper wall

15 front wall

16 support on the left

17 support on the right

18 clamping arm on the left

19 clamping arm on the right

20 toothed wheel

21 clamping jaw

22 clamping jaw

23 attachment

26 serrated profile

27 serrated profile

30 left-hand position-determining device
31 right-hand position-determining device
32 left-hand distance sensor

33 right-hand distance sensor

34 left-hand measurement face
35 right-hand measurement face
36 cylinder on the left

37 cylinder on the right

L longitudinal direction

V direction of travel

What is claimed is:

1. A machining apparatus (1) for elongate profile sections
(2) with

a clamping device (4) by which the elongate profile section

(2) is capable of being fixed so as to be stable in position
and

a machining tool (6) by which the fixed elongate profile (2)

is capable of being machined,

characterized by

a central component (5) with at least one first integrated

guide (7) for the machining tool (6) and

at least one second integrated guide (10, 11) for the clamp-

ing device (4).

2. A machining apparatus (1) according to claim 1, char-
acterized in that the central component (5) is designed in one
piece and the at least one guide (7) is formed in an integral
manner in a first wall (14) of the component (5) and the at least
one second guide (10, 11) is formed in an integral manner in
a second wall (15) of the component (5).

3. A machining apparatus (1) according to claim 1, char-
acterized in that the first at least one guide (7) is designed in
the form of a tongue-and-groove engagement with positive
locking.

4. A machining apparatus (1) according to claim 1, char-
acterized in that the second guide (10, 11) comprises two
supports (16, 17) movable in opposite directions.

5. A machining apparatus (1) according to claim 4, char-
acterized in that the outer walls facing the two supports (16,
17) have a serrated profile (26, 27) which co-operates with a
toothed wheel (20) which is arranged between the two sup-
ports (16, 17) and which, as a result of rotation, guides the two
supports (16, 17) by way of the tooth engagement.

6. A machining apparatus (1) according to claim 5, char-
acterized in that outer walls of the support (16, 17) have a
corrugated profile to increase the contact face with the at least
one second guide (10, 11).
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7. A machining apparatus (1) according to claim 6, char-
acterized in that each of the two supports (16, 17) has
arranged on it a clamping jaw (21, 22), by the co-operation of
which the elongate profile section (2) is capable of being fixed
in the precise position for machining by the machining tool 5
(6).

8. A position-determining device (30, 31) for a machining
apparatus according to claim 7, with a distance sensor (32, 33)
which is orientated in a measurement direction towards a
measurement face (34, 35), and with a support (16, 17), which 10
is capable of being moved transversely to the measurement
direction in the direction of travel (V), and the measurement
face (34, 35) is designed so as to slope obliquely in the
direction of travel (V).

9. A position-determining device (30, 31) according to 15
claim 8, characterized in that depending upon another posi-
tion of the support (16, 17) in the direction of travel (V)
another distance in each case can also be found between the
distance sensor (32, 33) and the measurement face (34, 35).

#* #* #* #* #* 20



